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PENETRATION BELOW SEAFLOOR IN FEET
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& BLOW COUNT? PERCENT RECOVERY DRILLING RATE’ HE\E/ES.
é gln“ (See’ note below) MINUTES PER FOOT MINUI?I'E
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-with shell fragments, 619.7' to 631.0" |
and 653.1' to 655.0' i
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-brown below 636.2' LY :
-with scattered coral fragments, 636.2' |
to 638.2' 1 1
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-with dark gray lignite layers, 646.0° LY ' I
to 655.5' 1
~with coral fragments, 646.9' to 647.6' 1
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-with coral and shell fragments, 662.0'| LY l\
to 681.6' |
-limestone gravel, 662.0' to 663.9" |
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— ~light gray, 740.5' to 742.5' and i
744.4*' to 745.8' T {
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Brown fine to medium carbonate silty sand
-with shell fragments, 745.8' to 787.3'| ,y i
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t
-with scattered coral fragments, 763.4' 1
to 782.3'
-weakly cemented, 763.4' to 787.3' |
LY o
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-with numerous coral and shell Ly 1
fragments, 787.3' to 811.7' | H
-weakly cemented, 791.3' to 838.4' L Bk T
Ly | |
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Job No. : 0185-1032

*SAMPLER TYPE
8S - 3.00-in. split-barrel
TW - 3 00-in. thick-wall
TT - 225-in. thin-wall
TS - 3.00-in. thin-wall
LY - Longyear aystem
CD - Chnstenaen syatem

* Number of blows of a
300-1b weight dropped
approx. 6-h required 1o
produca B 12-in. pen-
staton, axcepl whata
noted, of 8 300-In.-0D,
250-in.-1D taper tube
sampier

% Rec. =

% Rec. =

Total Sample Recovered

Total interval Drilled

Total Sample Recoversd

Total interval Sampled

{5olid ine indicates otal imsrval drilled)

Ihe drilling rate is sxpressed by a solid
line and the weight on bit by a dashed
line. No line is given for drilling rate
when the cors barrel spun through the
tormation.

LOG AND TEST RESULTS
BORING OBZ-4, OAK CRATER

ENEWETAK ATOLL, MARSHALL ISLANDS




